
Optimised to get a message across quickly and 
efficiently, the DATASIGN–VMS-S5 is designed and 
assembled by Data Signs in Australia for suburban 
road traffic management and advice. 

With a radar gun fitted, the DATASIGN–VMS-S5 can 
be used in school zones with the radar speed zone 
scheduling, radar speed data logging and features. 

DATASIGN-VMS-S5
FIVE COLOURED DISPLAY

www.datasigns.com 1300 850 785
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See page 2 for specifications.

DATASIGN-VMS-S5 FEATURES

Traffic Advisory

Speed Advisory

Travel Times

Local Program & Control Remote/Local 
Program & Control

Marketing

Speed Advisory

Environment

Remote Program & Control Tracking
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VERY USEFUL AS A SPEED ADVISORY SIGN

RAV Type approved for registration  
Approval number: VTA-060588 

DUAL-TRAILER 
CONFIGURATION

Can also be supplied as a single trailer

https://datasigns.com.au/
https://datasigns.com.au/
https://datasigns.com.au/Products/Variable-Message-Signs
https://datasigns.com.au/


DS-LIVE™ PROGRAMMING 

API INTERFACE 
for Custom Applications 

DISPLAY FONT EXAMPLES:   

 
 
PREDEFINED IMAGES OVER 100 SYMBOLS, PICTURES, ROAD TRAFFIC 
 SYMBOLS

CUSTOM IMAGES CLICK HERE TO VIEW 

 ANIMATED SEQUENCES CLICK HERE TO VIEW 

MESSAGE SCHEDULING: Week Based, Date Based, Anytime, Update @

USER MANAGEMENT SYSTEM For Hire and 3rd party users, permission based. 

 

 
 
REGISTRATION Turnkey registration for VIC, NSW, QLD, WA
 

*OPTIONS                                                                                                                                                                        

SPARE WHEEL LOCAL MESSAGE PROGRAMMER DATA SIGNS ST-1
  

6W X 16H CHARACTER  
– UP TO 7 ACROSS

5W X 7H OR 5W X 8H  
– UP TO 8 ACROSS

5W X 10H CHARACTER  
– UP TO 7 ACROSS

1 TO 4 LINES  
– UP TO 12 CHARACTERS PER LINE

LOST TIME INJURY DISPLAY

POWER SPECIFICATIONS:  
POWER SUPPLY Nominal 12 Volts.   
 Range 10.8 – 14.2V 
SOLAR INPUT 190W (each trailer) 
ENERGY STORAGE 1 x 125AH (each trailer) maintenance free batteries 
 enclosed in separated locked compartment  

 

 
OPTICAL SPECIFICATIONS: 
 DISPLAY PIXEL ARRAY 48W X 28H 4 PANELS RGBYW PIXEL ARRAY. PIXEL PITCH 10mm 
 
COLOURS YELLOW, RED, GREEN (Traffic Light Green), WHITE, BLUE  
 
 
MECHANICAL SPECIFICATIONS: Fully Galvanized Trailer and Sign frame.  
 All steel components either galvanized or double zinc plated.  
 All aluminum parts chromate and UV stabilised.  

WEIGHT 340kg front trailer / 300kg rear trailer 

DATASIGN-VMS-S5
SPECIFICATIONS
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       CLICK HERE TO VIEW OR DOWNLOAD THE MANUAL

CLICK HERE TO VIEW       CLICK HERE TO VIEW *Subscription via web-based access

       CLICK HERE FOR EXAMPLES

       CLICK HERE TO VIEW

       CLICK HERE TO VIEW
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TOWING WIDTH 1775

SETUP LENGTH
(FRONT) 2570

SETUP LENGTH(REAR) 1615

CRIMSAFE
LOCK GUARD™
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https://datasigns.com.au/
https://datasigns.com.au/
https://datasigns.com.au/
https://datasigns.com.au/documents/HelpDesk/SATS_Dual_Manual.pdf
https://datasigns.com.au/documents/HelpDesk/DS-Live_Subscription_DS-SIM.pdf?v=20230323
https://datasigns.com.au/documents/HelpDesk/DS-Live_Subscription_DS-SIM.pdf?v=20230323
https://datasigns.com.au/News/Article/mooven-integrate-with-data-signs-vms
https://datasigns.com.au/ServiceSupport/DSLiveImages
https://datasigns.com.au/ServiceSupport/DSLiveAnims

